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by deleting subdivisions (1) and (2) from subsection (c) of the amendatory language of 

SECTION 1 and substituting instead the following: 

(1)   

(A)  Is equipped with two (2) reflective type lanterns, one (1) to be placed on 

the left side of the vehicle and one (1) to be placed on the right side of the vehicle 

with the lantern on the right side to be placed at least twelve inches (12") higher than 

the lantern on the left, and also has a minimum of one hundred square inches (100 

sq. in.) of reflector tape placed on the rear of the vehicle, thirty-six inches (36") of 

reflector tape placed on each side of the vehicle, and twenty-four inches (24") of 

reflector tape placed at the highest point of the left front of the vehicle; and  

(B)  Is equipped with one (1) red, battery-operated light-emitting diode (LED) 

flashing light located at the top left-hand corner on the rear of the vehicle. The light 

must be at least three inches (3ʺ) by three inches (3ʺ); or 

(2)   

(A)  Has a minimum of one hundred square inches (100 sq. in.) of reflector 

tape placed on the rear of the vehicle, thirty-six inches (36") of reflector tape placed 

on each side of the vehicle, and twenty-four inches (24") of reflector tape placed at 

the highest point of the left front of the vehicle; 

(B)  Has six inches (6") of reflector piping tape placed on two (2) locations on 

the rear, left wheel of the vehicle; and 

(C)  Is equipped with two (2) reflective type lanterns, one (1) to be placed on 

the left side of the vehicle and one (1) to be placed on the right side of the vehicle  
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with the lantern on the right side to be placed at least twelve inches (12") higher than 

the lantern on the left.  Each lantern must be equipped with a red reflective type lens 

that is at least three inches (3ʺ) by three inches (3ʺ). 


